
81012782 IWIS Roller chains IWIS
SKU: 60348337

Specificaties
Kettingsontwerp Duplex

Oppervlaktebehandeling Stainless steel

Kettingsmering Unlubricated

Corrosiebestendig Ja

Rechte zijplaten Nee

Gewicht (kg/m) 7.2

Materiaal Stainless steel

Spoed (inch) 1.25

Spoed (mm) 31.75

Maximale rollerdikte
(D1) (mm)

19.05

Breedte tussen
binnenplaten (mm)

19.56

Maximale
pennendiameter (D2)
(mm)

10.19

Breedte over pennen (B)
(mm)

79.7

Maximale hoogte
binnenplaat (H2) (mm)

26.42

Dwarssteek (Pt) (mm) 36.45

Onderhoudsvrij Nee



ISO-standaardmaat 20B

ISO-standaard ISO 606 BS

Lageroppervlakte (cm??) 5.91

Omschrijving (EN)

Stainless steel chains are used mainly in the food and beverage industry or for
applications in which chains require regular cleaning. The materials used in
ELITE chains enable them to be used in acidic or alkaline environments.
Always ensure that the chemicals in cleaning agents used are compatible with
stainless steel material number 1.4301. The permitted tensile load for stainless
steel chains is approximately one-third of the permitted load for comparable
standard ELITE chains.<br /><br />Product highlights<br /><ul><li>The
dimensions of all ELITE stainless steel chains comply with the requirements
of ISO 606 and the chains are interchangeable with standard
chains</li><li>Material for all chain components is 1.4301 / AISI
304</li><li>All ELITE stainless steel chains are prestretched to 30 % of
breaking load</li><li>All chain plates are tapered</li><li>Chains are fitted
with seamless rollers</li><li>ELITE stainless steel chains feature cold-
hardened pins and bushes, so they offer better wear resistance than other
standard chains on the market</li><li>Stainless steel chains do not lose
performance as quickly as standard chains at high ambient
temperatures</li><li>Depending on their size, stainless steel chains are
supplied lightly oiled or dry</li></ul>

Dikte (t) (mm) 4.00/4.00

accToISO606kN 85

accToANSIkN 85

Merk IWIS

Gewicht (kg/m) 7.2

Materiaal Stainless steel

Spoed (inch) 1.25

Spoed (mm) 31.75

Dikte (t) (mm) 4.00/4.00

Beschrijving

81012782 IWIS Roller chains

Product URL
https://aandrijftechniek.nl/product/81012782-iwis-roller-chains-iwis-2/

072 5412 000 | verkoop@spruit.nl072 5412 000 | verkoop@spruit.nl

https://aandrijftechniek.nl/product/81012782-iwis-roller-chains-iwis-2/

