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FCMR25-11-8-SS Ruland M anufacturing Beam couplings Ruland

Specificaties
Buitendiameter (inch) 1
Gewicht (kg) 0.1042
CouplingM aterial 303 Stainless Steel
noOfScrews 2
D20uter Diameter OD 254
nmax(rpm) 6000
UNSPSCcode 31163003
boreB1IMm 11
boreB2Mm 8
lenghtLInch 15
lenghtLMm 38.1
ClearanceDiameter M m 28.37
M aterial Specification 303 Stainless Steel
BorelShaftPenetrationMm 18.3

Bor e2ShaftPenetrationM m

18.3




StaticTorqueNm 4.4
NonReversingTorqueNm 2.2
ReversingTorqueNm 11
TorsionalStiffnessDeg/Nm 0.74
AngularMisalignmentDeg 3
ParallelMisalignmentMm 0.38
AxialMotionMm 0.25

couplingBor eT olerance

+0.025 mm / -0.000 mm

couplingShaftTolerance

+0.000 mm/ -0.013 mm

ScrewCapSize M4

ScrewType Alloy Steel with Nypatch
ScrewFinish Black Oxide
SeatingTorqueNm 4.6

certifications | SO-9001-2008 REACH ROHS2 Conflict Minerals
UPC 634529043349

TariffCode 8483.60.8000

Merk Ruland Manufacturing

Beschrijving

FCMR25-11-8-SS Ruland Manufacturing Beam couplings
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