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MW SP-6-F Ruland M anufacturing Shaft collar Ruland

Specificaties

Buitendiameter (mm) 16

Gewicht (kg) 0.0226
boreType Round
OriginalType Shaft Collar - Double Wide
SteelM aterial Black Oxide Steel
widthWMM 19.6
UNSPSCcode 31162811
boreB1IMm 6
ClearanceDiameterMm 20.8

M aterial Specification 1215 Bar
ScrewType Alloy Stedl
ScrewFinish Black Oxide
UPC 634529107089
TariffCode 8483.60.8000
ForgedClampScrew M3




Number of Scr ewsEa

4

ScrewL ocation??

5.51 mm

WidthTolerance

+0.076 mm / -0.254 mm

BoreTolerance +0.050 mm / +0.012 mm
SeatingTorque 21Nm
FinishSpecification Black Oxide

BoreStyle Round

Style Clamp

ShaftTolerance +0.000 mm /-0.013 mm
FasteningDimensions Metric

| SO 9001 (2008) Yes

REACH Yes

ROHS2 Yes

ConflictMinerals Yes
RecommendedGap 1.20 mm

Bore(B2) 6 mm

Momentoflnertia

8.419 x 10<sup>-6</sup> kg-m<sup>2</sup>

Merk

Ruland Manufacturing

Beschrijving

MWSP-6-F Ruland Manufacturing Shaft collar
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